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ANEEX 2 =3~

1o Government, Order

Ho B 2/L064

Yorimanshio

The shipyard undertekes to deliver the vessels perfect in gquallty

4y workmanghip.

1 piece of material to be uged must bear the acceptsnce stamp

of the DSRE, The certificates of gquality of the material tested mut

e collected and be submitted to the BfW. Should no test certificatbe

= avallable, teste most be wade lster at the ghipyard., The comolebsunes
of the test certlficaiss is to be checked by the BfW. Only L2, i tyne
steel is to be wsed zs watlerial, Plates ahowing rolling defects must ta
refuged, and the same applies to material showing any eracke afier the
banding or bending process. Any change in the material used must
oroved by the BIW,

“herever possible, all oil-tight parts must be sealed without uzing
Clusing agents. Orly wire gauze or thin lavers of hrown DATGY o boe
peper may be used as sealing material with the approval of the
responsible mupervisory board; the use of rags scaked in paint is
strictly forbidden,
the edges of oiltisht pleces mast be sealsd by welded kress,
tnly welders vhe pasoed their wslder'z axaminebion according b the

rules of the DSRK may be suployed in the welding operations.

be  Hedghteraducing holes:

ghi-roducing holesg, in particular the apertures in the longi~
tudinal frames, the longitudinel besms and horizontal bulkhead
styrips in the fleer plates, the web fromes, the cross beams and
irawe strips mist have smooth edges.

Any burrs must be carefnlly rmmoved snd no eracks in the odges
are atmissible, :

SECHET
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Puglk Tspka, freshwater tanks, feed water tapks and oil tanks mors
tian 4 moters in breadth must be fitted with a wash plate in
conformity with the general rules.

Bgoh tank mast be fitted with air pipes ani overflow pipes. Irinking
water tanks must be cerefully c]eaned and be given a triple coat

of whitewash, i

Lemanting:

Irside the bilges,the bottom rust be lined with cement or asphalt

or any other proven mass to such a lavel that the waler can freely
Tlow to the limbers,

Utmost care also must be taken that the narrow spaces in the fore peak
and the after psak between the plates and angles are entirely lined

wWith cement or another mass.,

Tishtnegs tests:

211 watertight items, such as the skin plating, the deckse, the
hulkheads outside plates of the superstructurs, and the cal igion
bulkheads, the companion ways and skylights must be tested for
woter tightnees by powerful weter jets. Exceptions are only those
i1tams, which are required to be subjected %o hydrauiic tests in
conformity with the rules given below,

Tha collision bulkhead must undergo a hydraulic teast for a vater
coivnm as high as the height of the freeboard deck. Esch eompertment
must be subjected to a hydraulic test corrsaponding te the maximur
prassure vhich might ocecur im operating conditions,

A11 fead water tanks and fresh water tenks as well as the 0il tanis
must underge a hydraulie test corresponding to 2 water column of

2.5 meders over the tank cover, If the load line is higher thsn 2.5
meters above the tank cover, the hydraulic test must be made up %
the lavel of the load mark.

Those tests must be effected while the vessel is still on the stocks
and before the cementing and the first coat of paint are applied.
Should it prove necessary to rerforate the oil tank ulkheads, foz
fisting lead=-throughs or other reasons, ancther test must be nade ai the.
raquest of the supervisory board, This second test may be effectec
af loat,

Buikheads and decks must be carefully inspected before thess tests
ara garried outl

Hold tenks must be subjected to a hydraulic test for e w:ter rressurs
of 2.5 meters above the covering deck,

Leakiag welded spots must be marked as such and be rewelded.

The shipyard undertakes to make an offiasial report on sach hydraulic
test, These reports must be collected and cttached to the delivery
dosuments,

SECRET
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£. . Sguoperg:

A sufficient rumber of seuppers of adequate size must be fitted
on deck, If a deeckstringer angle is perforated by a scupper, a
counter angle must he fitted to avold any weakening at such spots.

8. Auchors, chain eables, bitie and hawge nipeg:
Bzch ship must be equipped with a windlass of adequate size and
strength, ) .
The chain sprockets, chain pipes and hawsers must have dimensions
whiich make possible the smooth running of the chaing a% the
windlase, The dimensions of the sprockets, the chain pipes and the
hawses will be checked by the supervisory board of the BfW, A
sufficient number of bow hewsers, side hawsers, bitts, end cleats
of adequate size must be fitted,

h.  Seeglal equipment:

Radio, sound sigpaling devices, nantieal snd similar equipments must
previcusly bte tested by the contractors.

1. . Lipe systems of the mein apd asuxiliarv machinerys

 The main and awxlliary machinery will be aceented in conformity with
the pertinent speclifications (sse aeceptance conditions for Uicsel
engines}.

711l :
The supervisory bc:a:rd?/ﬁheck the dimensions and workmenshin of the
machinery on the basls of the approved drawings, .The quelity inspaetors
of the shlpyard also will carefvlly check the dimensions and workimanshin
of the varlous items and inform the supervisory beard in the event of any
deviabinon from specifications,
Yhe ehief quality inspeetor will be responsible for the procureneat of
test pleces and the correct exscuiion of sll tests.

fegentance rules.

Thrze sceeptences will be mades

-8,  azceptance of the m&ter‘ial‘

b, intermediate zccepntance

¢, acceptance on completion of items {functioning test).
These accepitanses are defined as follows:

2. Aeoeptance of materinl:

The acceptancs inspection of the material includes only the tesiting
of the materinl to be used im ths item.

Should no quality inspsctor be available in one or the otier supplylag
firm, the BI¥W must be informed and the test must be sarried out-later,

SECRET
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b. Intergﬁdia@g accertancer

Un completion of the various building stages,an intermediate
acceptance must be made oy the loeal supervisory hoard or,
on special orders, by the cuselity inspector, & detalled report
on sach section of the iftem accested, indieating all defects ond
deficiencies, must be prepared. '

¢. Agesptance on comnletion of the item (performence testl.

The final acceptance, to be effected by BfW, ivelude a fuoctioning
%est of 8ll parts of the item.

Hhen applylng for the aceceptance 14 days earlier, the shipyard
submits to the BfW all tests and drewings and a list of the shipyard
-employees attending the acceptence,

The shipyuard is resnonsible for the handling of the ship which may
hoist the flag of the German lemoeratic Re wublic {DDR) during the
trial run. Should, for =zome reason, the shakedown run be broken off
or poginoned, the shipyard must inform the BfW by letter fixing the
new date for trial, ) .

On acceptance, the accsptance report will ba drafted and the handiig-
over certificate (on the patting into servise) will be issued by

the BfW,

The acceptance consists of
1. the dock trizls
2. the shake-down trials of the ship under way
4o Irlalg sboard ship in port.

The trials while in port consist of testing all items not

connscted with the acceptance trials to be carried cut st
sea and include

4. Water jet testa of watertight above-water connections,

b Hudder stop tests,

%, Checking the electrical plant,

do  CGhecking the emergency lighting plant,

@, Cheeking the engine room telegraphs incinding the order-
~transmission devices,

Fa Ghec?ing the nzutieal equipment and deek gear (as par inventory
1ist

= Chec?ing the life~saving equipment (lifebelts, lifebuoys, provisions,
ehe, '

SECRET
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h. Testing thie Pz (sie) and ventilaticn of engine rooms and
1iving querters,
o Stablility test,
k. - Quality inspection of items on deck and below,
The;actual acceptance rur ineludes all tests bearing directly on
the ship’s fubtwre voyages, her mancuvera and her consumption

trials; 1ncluding
a, lMooring maneuvers,

b. Rescue maneuvers consisbting ¢n gatting out all life-gaving
appliances,

¢, Funetioning tests of the smergency gensrators in cnse of
cut-out of the electric plant, _

d, Steering mansuvers, including the functloning test of the emergency
rudder in case of the failure of the steering mechanism,

e, Testing of speciul gears, such as the radio and the measure
instruments,

£, Turningmcirclé tast,
S« Speed trials over the measured mile,

ho Functioning test of the main propelling and the suxiliary machinery
{see acceptance conditions for main engines and suxiliary machinery).

SECHEY
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Loy Gowgrnment Order

Bo B 2/4064

i ontart Trems il

Meceriance conditions for the engine nlant.

The thres JUMD 205 Cetype Junkers sireraft Diesel emglnen, whick are

%o be Installed and serve es malin propeliing engines will be supplied

bo you by the Desel FSngine Plant in Rostock. A test stand snd assepbanes
wartTieate, to be issued by the MR in triplicate be asked for. Thls
certificate must indieate the facltory number of the engine and all teahw
nical data needed, such as outpnt achieved, number of revolubions (rpm),
temperptures, duration of test, ete. stated on aeceptance. Ope copy of
e certifiecate must be submitted 1o the BfW. Bash engine must be fibtted
with a centrifugsl regulator to prevent the engivs from racing., & vecord,
irdicating the duration of the test and oll particular ccourrences duweing
the rons, shall be kept on every englue test made on shioboard. The enging
mst be operated by expert personnel only. The Coswig-Dresden ARUS-type
merine reserve geosr, which is to be installed, smst be in accozs with

the seceptance and certificats rules applicable to the angines. The romb
of operating tests during the trial run also be recorded. The goal
permit  executing four movement: ahead and four astern ver min
The same conditions apply to the two HK 65 tyree? Junkers Diesel eng

o

Pumpine arrapcements,

The supplying firm wndertakes to subject the puups te e funetioving test
a% thelr plent in conformity with the specificetions.,

The test etand certificate wust cortain the exaet deta on the meassured
wpaelty cutpot in square neters per hour and the pressure ratio. The

st stand tificate, which shall be attached in triplicate he fra celivery
papers, d :

pipes must be installed in accord with periinss

3 ok p % RT3
 TEM e

and soaciiieations,
in ovder to avoid apy vibrations,the pines wust be well sugpended and the

#xhaugt pines muet be Fitted with expunsion koees where veeisd. -

The trial test off the pipe system will %ske ploce on shipbosrd and

w2et Lhe reguirements presoribed.

hny alberationsg which, for fectmical reasons, wight prove recassary during
wadlavion, must be approved by the orderer,

SECRET
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Gontainers and tanks,

A1l containers and tanks mus$ be mamufactured and be installed in
accord with the drawings and specifications.

The imstallstion of the other mechanical equipment must comply with
the specificaiions.

Hentipe plant,

The heating plant will bs built and instelled in conformity with the
werk drawings and the specifications (V2a~type).

The orderer reserves to himgelf the right of slterations due %o
technical reasons, Any alteratiori on' the part of the shipyard st
be approved by the ordersr,

Elsgtrieal instellations,

Al machinery, electrie motors, soparatus and fittings to be
jnstalled must be made of stendard piecez meeting the recguirements
of accepted specificationsand £11 parts must have been teated by
the DSRK, ~ ’

Qpereting Voltage.

The ship mains voltage is 24 volts.
Coreful wiring is a speeial point and only firms guarantesing first-
=¢lass manufacture apnd wiring will execute this work,

" Goperators and Motors.

Reguletions concerning the kind of operation, increase in temperature,
overload and computation must be complied with.

The two FIMAG generators, each of 7 kW at 1,200 rpm and 232 4, with volie=
tage of 30 volts as well ag all electrie motors must bear the firm plaie
of the manufecturer indieating pormal output, terminal voltage, rpm and
the year of construction and must be aceepted by the DSRX,

Lirhtine,

The lighbing set in ell rooms must be aceidenteprocf,

Dnte targets,

A

Target dates for the slectricel plant and its accessories must be seh
to assure ' deslivery to the shipyerd in time and to avoid delay.

SECRET
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Iagt certificates,
On recoipt of the individual parts, the shipyard undertakes %o

dispatch a special messenger to the orderer with z asingle copy of the
test certificates the individusl supply firms have asked for,

In case of divergence between acceptamwe specifications and drawings,
the dravings are binding,

SECRET
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